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Levels

Levels

SHOCK PROOF

2 ABS Protective ends.
Very resistant paint.

ACCURACY

1 mm/m 
Fluorescent liquid in the vial.
Indivisible liquid, insensible to
temperatures from -20¡ to +50¡C.
Translucid acrylic vial.INTEGRATED MARKINGS

Easy to read graphics.
Inviolable bar code.

RESISTANCE

Strong body with a reinforced
section in profiled aluminium.

POSTIONNING ON PEG BOARDS

Large hanging in accordance to safety rules.
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P2201

Code
100814 3119761008143 400 mm 25 mm 55 mm 3 2
100815 3119761008150 600 mm 25 mm 55 mm 3 2
100816 3119761008167 800 mm 25 mm 55 mm 3 2
100817 3119761008174 1000 mm 25 mm 55 mm 3 1
100818 3119761008181 1500 mm 25 mm 55 mm 3 1
100819 3119761008198 2000 mm 25 mm 55 mm 3 1

P2203

Levels

REINFORCED Ç DOUBLE T È LEVEL

Aluminium profil body.
Reinforced section.
Accuracy: 1 mm/m.
Protection rubber.

20 REINFORCED Ç DOUBLE T È LEVELS DISPLAY

Small size : L40cm x P30cm x H90cm.
Very resistant cardboard, flat and packed delivered Very easy to built up: 2 pieces only.

NEW - Available in june 2008

Code Composition

100834 3119761008341 1

NEW - Available in june 2008

100814 x 4
100815 x 4
100816 x 4 
100817 x 4
100818 x 4


